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ACCESSORIES
FR4  Frame for LA4-SUB
Pin5  Pin for LA4-SUB

RIGGING POSSIBILITIES LA4 + LA4-SUB

LA4-SUB

System subwoofer            AIRLINE LA-Series

LA4-SUB

System subwoofer

  Coda Audio 15“ neodymium ultra low distortion woofer
  Low power compression, superb quality sound

The LA4-SUB is a 15” system subwoofer containing an ex-
tremely long excursion 15” neodymium ultra low distortion 
woofer in a ported cabinet. Equipped with the same rigging 
system as the LA4 it is ideal for easy flying and ground 
stacking in various combinations providing compact plug 
& play line array system solutions.

TECHNICAL SPECIFICATIONS LA4-SUB
Type: System subwoofer
Application: LA4 array integration
Frequency response: 40 Hz to 160 Hz
Power handling (AES): 1000 W
Maximum output long term: 127 dB
Maximum output peak: 133 dB
Components: 15” neodymium ultra low distortion woofer, 8 Ohm,
 4” (101.6 mm) voice coil, 1200 W (AES)
Nominal Impedance: 8 Ohm
Input connectors: 2x Neutrik™ NL4MP
Suspension: included
Enclosure material: 18 mm Baltic birch
Finish: Textured black paint
Dimensions (WxHxD): 502x455x600 mm
Net weight: 32 kg

Specially designed for integration into LA4 line arrays, the 
LA4-SUB is also suited to general purpose subwoofer ap-
plications. It gives audio companies a flexible, plug and 
play complete solution for a wide range of applications 
from the smallest venue to a concert-level sound.

Applications include large clubs, convention centers, 
houses of worship, sport venues, arenas, theatres, musi-
cals, ballrooms, auditoriums, club touring and corporate 
events.

  Integrated rigging hardware for flown or ground   
  stacked arrays

  System integration with LA4 line arrays
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  System components: DNC260, C10, LA4, SC4, PW418v²


